SPA BISKRIA CEME

TECHNICAL SHEET

CEM | 52.5 R (WHITE CEMENT

PORTLAND CEMENT

This white cement specially designed and
intended for esthethic works of art and
decorative elements.

It is recommended for concretes with high
compressive strength.
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CEM | 52.5 R:
Complies with Algerian standard NA 442
— 2013 and European EN 197-1.

0 APPLICATION AREAS
&

High compressive strength at early age and long term.
®» Best recommended for the manufacture and production of tow-layer slabs and
single layer.
Most recommended for exposed structural concrete.
Very good finishing and visual aspect.
It allows to obtain a wide range of colors.
Ideal for mortars and cement-based adhesive.

o RECOMMENDED APPLICATIONS

» Construction of esthetic works of art and
decorative elements.
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® Slab tiles (single layer and double layer).

®» Highly recommended for mortars and
cement-based adhesives.

afao Product designed and manufacturedunder
a quality system certified by g
AFAQ-AFNOR.




RECOMMENDED FORMULATIONS

Cement =
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Concrete batching  50kX1 @ +  X7%®  + X5% + x4® + 251
C30/C37

Note: a container = 10 liters

CARACTERISTIQUES TECHNIQUES

: _
bhiemisalanalysis: ol Compressive strength Valeur

Loss on ignition (9%0)(NA 5042) < 3.5
Sulphate content SO3(%) 2505 i el el
MGO magnesium oxide content (90) 2,0+ 0.5 SRS eI 2 58.5
Chloride content (NA 5042) (%) 0.02-0.05
Mineralogical composition of clinker
c3s 655 .
C3A 10 = 1
|
Normal consistency (%) 27 £ 2.0
Fci:r:ﬁg?gs]s“e\lltz:oargilr;g to Blaine’s method 3600 — 4000
Withdrawal at 28 days (um/m) < 1000
Expansion (mm) < 3.0
Whiteness (luminance) L* (%) >92
Setting time at (min)
Start of setting 170 £ 40
End of setting 260 = 40

o SAFETY INSTRUCTIONS
PROTECT YOUR SKIN:

wear the appropriate equipment on your construction

sites:
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Helmets Goggles Gloves Knee pads Shoes Safety
clothing =
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Djar Belahrache, Branis, Biskra, Algerie

Tel: (+213) 0560 753 424 @ www.biskriaciment-dz.com
Fax: (+213) 033 62 73 92 = contact@biskriaciment-dz.com
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